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Electrical Service Upgrade Requirements 
 

 Replacement or upgrade of an electrical service for residential dwellings shall 

require “Ground Fault Circuit Interrupter” devices as required by the 2009 

International Residential Code. 

 

 Replacement or upgrade of an electrical service for residential dwellings shall 

require “Smoke Alarms” and “Carbon Monoxide Alarms” as required by the 2009 

International Residential Code. 

 

2009 INTERNATIONAL RESIDENTIAL CODE 

 
SECTION E3902 GROUND-FAULT AND ARC-FAULT CIRCUIT-INTERRUPTER PROTECTION  
 
E3902.1 Bathroom receptacles. All 125-volt, single-phase, 15- and 20-ampere receptacles installed in 
bathrooms shall have ground-fault circuit-interrupter protection for personnel.  
 
E3902.2 Garage and accessory building receptacles. All 125-volt, single-phase, 15- or 20-ampere 
receptacles installed in garages and grade-level portions of unfinished accessory buildings used for 
storage or work areas shall have ground-fault circuit-interrupter protection for personnel.  
 
E3902.3 Outdoor receptacles. All 125-volt, single-phase, 15- and 20-ampere receptacles installed 
outdoors shall have ground-fault circuit-interrupter protection for personnel.  
 
E3902.4 Crawl space receptacles. Where a crawl space is at or below grade level, all 125-volt, single-
phase, 15- and 20-ampere receptacles installed in such spaces shall have ground-fault circuit-interrupter 
protection for personnel.  
 
E3902.5 Unfinished basement receptacles. All 125-volt, single-phase, 15- and 20-ampere receptacles 
installed in unfinished basements shall have ground-fault circuit-interrupter protection for personnel. 
For purposes of this section, unfinished basements are defined as portions or areas of the basement not 
intended as habitable rooms and limited to storage areas, work areas, and the like.  
 
Exception: A receptacle supplying only a permanently installed fire alarm or burglar alarm system.  
 
E3902.6 Kitchen receptacles. All 125-volt, single-phase, 15- and 20-ampere receptacles that serve 
countertop surfaces shall have ground-fault circuit-interrupter protection for personnel.  
 
E3902.7 Laundry, utility, and bar sink receptacles. All 125-volt, single-phase, 15- and 20-ampere 
receptacles that are located within 6 feet (1829 mm) of the outside edge of a laundry, utility or wet bar 
sink shall have ground-fault circuit-interrupter protection for personnel. Receptacle outlets shall not be 
installed in a face-up position in the work surfaces or countertops.  



 

2009 INTERNATIONAL RESIDENTIAL CODE 

 

SECTION R314 SMOKE ALARMS  
 

R314.3 Location. Smoke alarms shall be installed in the following locations:  

 

1. In each sleeping room. 

 

2. Outside each separate sleeping area in the immediate vicinity of the bedrooms. 

 

3. On each additional story of the dwelling, including basements and habitable attics but 

not including crawl spaces and uninhabitable attics. In dwellings or dwelling units with 

split levels and without an intervening door between the adjacent levels, a smoke alarm 

installed on the upper level shall suffice for the adjacent lower level provided that the 

lower level is less than one full story below the upper level.  

 

When more than one smoke alarm is required to be installed within an individual 

dwelling unit the alarm devices shall be interconnected in such a manner that the 

actuation of one alarm will activate all of the alarms in the individual unit. 

 

R314.3.1 Alterations, repairs and additions. When alterations, repairs or additions 

requiring a permit occur, or when one or more sleeping rooms are added or created in 

existing dwellings, the individual dwelling unit shall be equipped with smoke alarms 

located as required for new dwellings.  

 

R314.4 Power source. Smoke alarms shall receive their primary power from the building wiring 

when such wiring is served from a commercial source, and when primary power is interrupted, 

shall receive power from a battery. Wiring shall be permanent and without a disconnecting 

switch other than those required for overcurrent protection. Smoke alarms shall be 

interconnected.  

 

Exceptions:  
 

1. Smoke alarms shall be permitted to be battery operated when installed in buildings 

without commercial power. 

 

2. Interconnection and hard-wiring of smoke alarms in existing areas shall not be required 

where the alterations or repairs do not result in the removal of interior wall or ceiling 

finishes exposing the structure, unless there is an attic, crawl space or basement available 

which could provide access for hard wiring and interconnection without the removal of 

interior finishes. 

 

2009 INTERNATIONAL RESIDENTIAL CODE 

SECTION R315 CARBON MONOXIDE ALARMS  
 

R315.1 Carbon monoxide alarms. For new construction, an approved carbon monoxide alarm 

shall be installed outside of each separate sleeping area in the immediate vicinity of the 

bedrooms in dwelling units within which fuel-fired appliances are installed and in dwelling units 



that have attached garages.  

 

R315.2 Where required in existing dwellings. Where work requiring a permit occurs in 

existing dwellings that have attached garages or in existing dwellings within which fuel-fired 

appliances exist, carbon monoxide alarms shall be provided in accordance with Section R315.1.  

 

R315.3 Alarm requirements. Single station carbon monoxide alarms shall be listed as 

complying with UL 2034 and shall be installed in accordance with this code and the 

manufacturer's installation instructions. 

 

 
 


